
Figures in brackets [  ] are in millimeters unless otherwise noted.

Series 633E SPECIFICATIONS

Electrically Operated, Continuously Hinged (Train) Panels

Select for Value:  The Series 633E  offers a wide choice of finish options,
accessories, and sound control levels.
Standard Features:  The panels are nominally 3” [76] thick, and have a frame of
16 ga. steel.  The top horizontal sound seal is of multi-finger vinyl, and the
bottom sound seal is retractable and provides up to 2” [50] floor clearance (to
accommodate out-of-level floors).  The faces may be covered from a wide
selection of vinyl colors and patterns.  The face substrate varies by the level of
sound control required (STC rating).
Electric, Continuously Hinged (Train) Panels:  Panels are hinged together and
are operated by two electric key switches for fast, safe set-up.   
How to Obtain:  Hufcor partitions are sold, installed, and serviced by Custom
Fold Doors, Inc., 110 West Ash Avenue, Burbank, Ca. 91502, Phone: (323)
849-3225 or (818) 563-6677, Fax: (818) 846-0744. 

Delivery: Panels are custom built for your specific project.  Lead times vary due
to seasonal fluctuations.  Check with your Distributor for the current schedule.  

Warranty: Track and panels are guaranteed for two years against defects in
material and workmanship.

Top Supported
Center Stack
Continuously Hinged Panels
Electrically Operated
Maximum Height:  28'3" [8610]*
Standard Opening Width*:

w/Retractable bottom seals:
100’ [30.48m] single partition

w/Continuous contact bottom seals:  
157’ 4” [47.9]

STC Ratings:  28 (est.), 41, 43, 47, 49, 51
*Contact your local Distributor for sizes exceeding
those shown and/or for bi-parting pairs.

Options:
Various accessories enable the standard product to be modified for optimum
versatility.  See details provided or ask your Hufcor representative for the
features you want.

PRODUCT OVERVIEW:

"Standard" Product Features and Benefits:
Look for these features when comparing similar products.

1. Feature: Protective vertical trim (Available
option: no vertical face trim.)

Benefit:  Trim protects the panel edges and
faces.

2. Feature: Mechanically retracted bottom seals
Benefit:  Partition travels across the opening

without causing damage to the floor and
accommodates deflection and floor variance.

3. Feature:  Bottom seal system with downward
seal force.

Benefit:  Maintains acoustics over time and adds
stability to the partition when extended.
Completely retracts during movement to
eliminate floor damage.

4. Feature: Carrier on each panel
Benefit: Supports the weight of each panel and

ensures smooth, even operation.  Rub or
guide rails not required.

5. Feature: Low profile hinges
Benefit: Safety and aesthetics - no unsightly

hinges protruding from the panel faces.
6. Feature: Two key-controlled switches required to

operate.
Benefit: Safety.  There will be one operator on

each side of the partition.  Each can see if any
person or obstruction is in the path of the
partition during operation.

7. Feature: Emergency release (accessible from the
floor in the stack area).

Benefit: Enables movement of the partition in the
event of power failure.

8. Feature:  Interlocking, universal vertical seals
Benefit:  Ensures panel-to-panel alignment and

prevents sound leaks between panels. 
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(Former Model Numbers 5900E & 6903E)
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