
Figures in brackets [  ] are in millimeters unless otherwise noted.

SERIES 641 SPECIFICATIONS

Individual, Omni-Directional Panels

Select for Durability and Aesthetics: The 641 offers panel finishes for the ultimate in
design flexibility.  Even the frames may be color matched to coordinate with the faces.
The 641 is a popular choice for hotel meeting rooms, convention centers, commercial
facilities, or other high use facilities.
Standard Features:  The panels are nominally 4” [101] thick, and have a 16 ga. steel
frame.  The top and bottom horizontal sound seals are retractable and provide floor
clearance (to accommodate out-of-level floors).  The faces may be covered from a wide
selection of vinyl colors and patterns.  
Individual, Omni-Directional Panels: Individual, manually operated panels offer
optimum room flexibility.  The track system enables panels to negotiate turns and be
used in alternate locations.
How to Obtain:  Hufcor partitions are sold, installed, and serviced by Custom Fold
Doors  , Inc., 110 West Ash Avenue, Burbank, Ca. 91502, Phone: (323) 849-3225,
Or (818) 563-6677, Fax: (818) 846-0744.  

Delivery: Panels are custom built for your specific project.  Lead times vary due to
seasonal fluctuations.  Check with your Distributor for the current schedule.  

Warranty: Track and panels are guaranteed for two years against defects in material
and workmanship.

Top Supported
Side Stack
Individual, Omni-Directional Panels
Manually Operated
Maximum Height:  40’5” [12.3m]
Maximum Opening Width:   Unlimited
STC Ratings:  41, 43, 47, 49, 51, 54 

Optional track systems, seals, and accessories enable the standard product to be
modified for optimum versatility.  See details provided or ask your Hufcor
representative for the features you want.

PRODUCT OVERVIEW:

"Standard" Product Features and Benefits:
Look for these features when comparing similar products.

1. Feature: Protective vertical trim (Available option: no
vertical face trim.)

Benefit:  Trim protects the panel edges and faces plus it
provides a handhold when moving panels.

2. Feature: Quick-set retractable top & bottom seals
Benefit:  Retractable seals accommodate out-of-level

floor conditions; provide constant force for consistent
sound control and stability when the seals are set.
When retracted, nothing drags on the floor or track
when the panels are moved.  Panels can be “locked”
in place. 

3. Feature: Retractable seals exert seal force
Benefit: Provides constant force against floor and track

for optimum acoustics even on carpet or other
porous floor materials.  Maintains panel stability
when the seals are set. 

4. Feature:  Waist high seal activator
Benefit:  Fast, easy seal activation without bending or

stooping.
5. Feature:  Removable operating handle.

Benefit:  Prevents unauthorized operation.
6. Feature: Expanding Jamb Closure (Lever Closure) Panel

Benefit: Exerts 250 lbs [113.4 kg] of force against the
fixed wall.  The compression creates tight panel joints
for optimum sound control.

7. Feature:  Interlocking, universal vertical seals
Benefit:  Ensures panel-to-panel alignment and prevents

sound leaks between panels. The interchangeable
vertical seals allow for universal panel movement.
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(Former Model Numbers 6600 & 7600)
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